
 
PRODUCTS 

 
Longitudinal taping in  

extrusion line with: 
 

ALUMINIUM, 
        POLYESTER, 
        P.P. and P.E.  
        various 

 
     THICKNESS: 
     12 - 40 micron 
 
     WIDTH 
     from 12 - 40 mm. 

 
DIMENSIONS 

 
     Reels or Pads  

- diameter 
  max. 500 mm. 
- width 
  max. 330 mm. 
- Hole  3” (76) 

 
 
 
It’s possible change the ending 

tape without stopping the  
machine.  

 

MAIN FEATURES 
 

P SPEED MAX.  300 m/min. 
P PULLING FORCE THROUGH DANCER WITH HIGH PRECISION REGULATOR 
P MAX. TENSION ON PRODUCTS: 0.5-5 daN (0.5 - 5 Kg.) 
P FIXING REEL THROUGH PNEUMATIC EXPANSION MANDREL WITH RAPID  
        DISCHARGE                   
P PRE-END REEL ALARM 
P BREAKING TAPE ALARM 
P TENSION OF WORK DISPLAYED AND SETTABLE WITH THE RUNNING LINE 
P SELF-ADJUSTMENT TENSION FROM EMPTY TO FULL REEL  
P SET AND MANAGEMENT OF PARAMETERS THROUGH MICROPROCESSOR 
P STOP/START JOINABLE TO THE LINE 
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